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OMEGA  UVKB Facade Tape

To guarantee air and wind-tightness for the skin of a construction it must have the appropriate foils or panel
materials providing a permanent seal at overlaps, gaps, joints and penetration points. OMEGA Facade Tape
is permanently UV-resistant, tear-resistant with adhesive generously applied and is suitable for a variety of
bonding applications.

FIELD OF APPLICATION

• for seals at overlaps, gaps and 
penetration points of membranes or 
boarding

• for indoor and outdoor use

Composition tear-resistant system adhesive tape with acrylate adhesive. 
Base material has a permanently UV- resistant coating

Thickness

Working temperature

Temperature resistance

Colour black

Storage 2 years; cool and dry

AVAILABLE IN THE FOLO WING DIMENSIONS

PRODUCT DATA

Roll width

Roll length

Carton contents/rolls

ADVANTAGES

• tear-resistant
• strong adhesion
• permanent UV-resistance
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The materials used must be free from dust and grease and substrates must be dry and supporting. The greater
the pressure applied, the better the performance of the adhesive tape.

OMEGA UVKB Facade Tape has the function of sealant and not of a strong connector. The acrylate adhesive 
used does not contain resins or other additives that could cause the adhesive film to become brittle and 
therefore this product is extremely resistant to ageing.

PROCESSING GUIDELINES 
OMEGA UVKB Facade Tape


